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Environmental Protection Agency § 63.450 

of this section for each equipment sys-
tem and the total of all equipment sys-
tems in the clean condensate alter-
native affected source: 

(1) The HAP emission reduction oc-
curring by complying with the require-
ments of § 63.443(a)(1)(ii) through 
(a)(1)(v); and 

(2) The HAP emissions reduction oc-
curring by complying with the clean 
condensate alternative technology. 

(f) For the purposes of all require-
ments in this section, each owner or 
operator may use as an alternative, in-
dividual equipment systems (instead of 
total of all equipment systems) within 
the clean condensate alternative af-
fected source to determine emissions 
and reductions to demonstrate equal or 
greater than the reductions that would 
have been achieved by compliance with 
§ 63.443(a)(1)(ii) through (a)(1)(v). 

(g) The initial and updates to the 
control strategy report specified in 
§ 63.455(b) shall include to the extent 
possible the following information: 

(1) A detailed description of: 
(i) The equipment systems and emis-

sion points that comprise the clean 
condensate alternative affected source; 

(ii) The air pollution control tech-
nologies that would be used to meet 
the requirements of § 63.443(a)(1)(ii) 
through (a)(1)(v); and 

(iii) The clean condensate alternative 
technology to be used. 

(2) Estimates and basis for the esti-
mates of total HAP emissions and 
emission reductions to fulfill the re-
quirements of paragraphs (d), (e), and 
(f) of this section. 

(h) Each owner or operator shall re-
port to the Administrator by the appli-
cable compliance date specified in 
§ 63.440(d) or (e) the rationale, calcula-
tions, test procedures, and data docu-
mentation used to demonstrate compli-
ance with all the requirements of this 
section. 

[63 FR 18617, Apr. 15, 1998; 63 FR 42239, Aug. 
7, 1998, as amended at 64 FR 17563, Apr. 12, 
1999] 

§§ 63.448–63.449 [Reserved] 

§ 63.450 Standards for enclosures and 
closed-vent systems. 

(a) Each enclosure and closed-vent 
system specified in §§ 63.443(c), 63.444(b), 

and 63.445(b) for capturing and trans-
porting vent streams that contain HAP 
shall meet the requirements specified 
in paragraphs (b) through (d) of this 
section. 

(b) Each enclosure shall maintain 
negative pressure at each enclosure or 
hood opening as demonstrated by the 
procedures specified in § 63.457(e). Each 
enclosure or hood opening closed dur-
ing the initial performance test speci-
fied in § 63.457(a) shall be maintained in 
the same closed and sealed position as 
during the performance test at all 
times except when necessary to use the 
opening for sampling, inspection, 
maintenance, or repairs. 

(c) Each component of the closed- 
vent system used to comply with 
§§ 63.443(c), 63.444(b), and 63.445(b) that 
is operated at positive pressure and lo-
cated prior to a control device shall be 
designed for and operated with no de-
tectable leaks as indicated by an in-
strument reading of less than 500 parts 
per million by volume above back-
ground, as measured by the procedures 
specified in § 63.457(d). 

(d) Each bypass line in the closed- 
vent system that could divert vent 
streams containing HAP to the atmos-
phere without meeting the emission 
limitations in §§ 63.443, 63.444, or 63.445 
shall comply with either of the fol-
lowing requirements: 

(1) On each bypass line, the owner or 
operator shall install, calibrate, main-
tain, and operate according to the 
manufacturer’s specifications a flow 
indicator that is capable of taking peri-
odic readings as frequently as specified 
in § 63.454(e). The flow indicator shall 
be installed in the bypass line in such 
a way as to indicate flow in the bypass 
line; or 

(2) For bypass line valves that are 
not computer controlled, the owner or 
operator shall maintain the bypass line 
valve in the closed position with a car 
seal or a seal placed on the valve or 
closure mechanism in such a way that 
valve or closure mechanism cannot be 
opened without breaking the seal. 

[63 FR 18617, Apr. 15, 1998, as amended at 64 
FR 17563, Apr. 12, 1999; 68 FR 37348, June 23, 
2003] 
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